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        AO3 - Allowable Loading

MAXIMUM ALLOWABLE POINT LOADS

Uniformly Distributed
Load

Centre Point Load Single Load Third Points
Load per Point

Single Load Fourth Points
Load per Point

Single Load Fifth Points
Load per Point

SPAN UDL DEFLECTION CPL DEFLECTION TPL QPL FPL SPAN

m ft kg/m lbs/ft mm inch kgs lbs mm inch kgs lbs kgs lbs kgs lbs total weight

2 6,6 342,6 230,5 2 0,1 342,6 756,1 3 0,1 256,9 567,0 171,3 378,0 142,7 315,0 5,00

3 9,8 150,8 101,4 5 0,2 226,1 499,1 6 0,2 169,6 374,3 113,1 249,5 94,2 207,9 7,50

4 13,1 83,6 56,3 9 0,4 167,2 369,1 11 0,4 125,4 276,8 83,6 184,5 69,7 153,8 10,00

5 16,4 52,5 35,4 14 0,6 131,4 289,9 17 0,7 98,5 217,4 65,7 145,0 54,7 120,8 12,50

6 19,7 35,7 24,0 20 0,8 107,0 236,1 25 1,0 80,2 177,1 53,5 118,1 44,6 98,4 15,00

7 23,0 25,5 17,1 28 1,1 89,2 196,9 33 1,3 66,9 147,6 44,6 98,4 37,2 82,0 17,50

8 26,2 18,9 12,7 36 1,4 75,5 166,7 44 1,7 56,6 125,0 37,8 83,3 31,5 69,4 20,00

9 29,5 14,4 9,7 46 1,8 64,6 142,5 55 2,2 48,4 106,9 32,3 71,3 26,9 59,4 22,50

10 32,8 11,1 7,5 57 2,2 55,6 122,6 68 2,7 41,7 92,0 27,8 61,3 23,1 51,1 25,00

11 36,1 8,7 5,9 69 2,7 47,9 105,8 83 3,2 35,9 79,3 24,0 52,9 20,0 44,1 27,50

12 39,4 6,9 4,6 82 3,2 41,3 91,3 98 3,9 31,0 68,4 20,7 45,6 17,2 38,0 30,00

1 inch = 25,4 mm   |   1m = 3.28 ft   |   1 lbs = 0,453 kg

        AOL 3 - Allowable Loading

MAXIMUM ALLOWABLE POINT LOADS

Uniformly Distributed
Load

Centre Point Load Single Load Third Points
Load per Point

Single Load Fourth Points
Load per Point

Single Load Fifth Points
Load per Point

SPAN UDL DEFLECTION CPL DEFLECTION TPL QPL FPL SPAN

m ft kg/m lbs/ft mm inch kgs lbs mm inch kgs lbs kgs lbs kgs lbs total weight

1 3,3 288,0 193,8 0 0,0 144,0 317,8 0 0,0 108,0 238,4 72,0 158,9 60,0 132,4 2,50

2 6,6 68,6 46,2 0 0,0 68,8 151,5 0 0,0 51,5 113,6 34,3 75,7 28,6 63,1 5,00

3 9,8 28,0 18,8 1 0,0 42,0 92,7 1 0,0 31,5 69,5 21,0 46,3 17,5 38,6 7,50

4 13,1 13,8 9,3 1 0,0 27,6 60,8 2 0,1 20,7 45,6 13,8 30,4 11,5 25,3 10,00

5 16,4 7,2 4,8 2 0,1 18,0 39,7 3 0,1 13,5 29,8 9,0 19,9 7,5 16,6 12,50

6 19,7 3,6 2,4 3 0,1 10,9 24,0 4 0,2 8,2 18,0 5,4 12,0 4,5 10,0 15,00

1 inch = 25,4 mm   |   1m = 3.28 ft   |   1 lbs = 0,453 kg

AO3 / AOL3 - Standard available Lengths and Codes

Metres Feet Code AO3 Code AOL3

0,20 0.66 AO3-L020

0,40 1,31 AO3-L040 AOL3-L040

0,60 1,97 AO3-L060 AOL3-L060

0,80 2,62 AO3-L080 AOL3-L080

1,00 3.28 AO3-L100 AOL3-L100

2,00 6.56 AO3-L200 AOL3-L200

3,00 9.84 AO3-L300 AOL3-L300

4,00 13.12 AO3-L400 AOL3-L400

5,00 16.40 AO3-L500

Technical Speci�cations - AO3 / AOL3

Type Triangular (D)

Alloy EN AW 6082 T6

Main Tubes (Chords) 50,8 x 1,6mm

Braces 12,7 x 1,6mm

Coupling System Bolted Internal tube connection 

Structural data can be found at www.prolyte.com

ASTRALITE3 - ASTRALIVE3

• Tüv certification only valid for loading tables above.
• Loading figures are only valid for static loads.
• Loading figures are only valid for single spans with supports at both ends.
•  All static systems, other than single spans, need an individual structural calculation. Please contact a structural engineer or  

Prolyte Group for assistance.
• Loading figures are calculated according to and in full compliance with European standards (Eurocode).
• The self-weight of the trusses is already taken into account.
• Loading figures are only valid for the cross sectional orientation of the truss as shown by the icon in the loading table.
• The interaction between bending moment and shear force at the connection point is already taken into account.
• Truss spans can be assembled from different truss lengths.
• Read the manual before assembling, using and loading the truss.
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ASTRALITE3 / ASTRALIVE3

AstraLive is equipped with a universal 3-circuit track system offering 3 x 
16A power transmission neatly incorporated into the bottom chord of the 
truss. Its compact size and low weight is combined with workable load ca-
pacities. AstraLive utilizes a 3 phase 16A lighting track.

Coupling system: Bolted Internal tube connection

AstraLite is an affordable medium-sized trussing system perfect for re-
tail, nightclub and broadcast studio installations. AstraLite is the preferred 
choice for any application where compact size and low weight must be 
combined with workable load capacities.

Photo: River Island, Oxford Street, London.
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•  Das TÜV Zertifikat ist nur für die oben dargestellte Lasttabelle gültig.
•  Alle Belastungsangaben gelten nur für statische bzw. ruhende Lasten.
•  Alle Belastungsangaben beziehen sich auf statisch bestimmte Systeme (Träger auf zwei Auflagern).
•  Alle statisch unbestimmten Systeme bedürfen einer gesonderten Berechnung durch ein entsprechendes Ingenieurbüro.
•  Die Belastungstabelle wurde unter vollständiger Berücksichtigung gemäß des europäischen Standards (Eurocode) kalkuliert.
•  Das Eigengewicht der Traverse ist in der Belastungstabelle bereits berücksichtigt.
•  Alle Werte in der Belastungstabelle beziehen sich ausschließlich auf die jeweils oben dargestellte Belastungsart.
•  Die Einwirkung von Biegemoment und Scherkraft auf die Verbindungsstelle bzw. -elemente sind bereits in der Lasttabelle berücksichtigt.
•  Die in der Belastungstabelle angegebene Spannweite kann aus beliebig vielen Traversenelementen bestehen.
•  Die Betriebsanleitung ist vor dem Zusammenbau und Einsatz der Traverse zu beachten.

Technische Änderungen und Irrtümer vorbehalten.


