S E20D - Allowable Loading

SPAN
3 9,8
4 13,1
5 16,4
6 19,7
7 23,0
8 26,2
9 29,5
10 32,8
1 36,1
12 39,4
13 42,6
14 459
15 49,2
16 52,5
17 55,8
18 59,0

Uniformly Distributed

97,2
54,0
341
23,2
16,7
12,4
9,5
7.4
59
47
3,8
3,1

2,5
2,0
16
1,3

65,4
36,4
22,9
15,6
11,2
8,4
6,4
5,0
4,0
3,2
2,6
2,1

17
14
11

09

DEFLECTION
10 04
18 0,7
28 11

40 1,6
54 2,1

7 2,8
89 3,5
110 | 43
133 | 53
159 | 6,2
186 | 7,3
216 | 85
248 | 98
282 | 111
319 | 125
357 | 141

Centre Point Load

125,9
96,7
78,0
64,8
54,9
47,2
40,9
35,7
313
27,5
24,1
211
18,4
15,9
13,7
11,6

2778
213,56
1721
142,9
1211
104,1
90,3
78,9
69,1

60,7
53,3
46,6
40,6
352
30,2
25,5

DEFLECTION
8 03
14 0,6
22 09
32 1,3
43 17
56 2,2
il 2,8
88 3,5
107 | 42
127 | 50
149 | 59
173 | 68
199 | 7.8
226 | 89
255 | 10,0
286 | 113

Single Load Third Points
Load per Point

88,4
69,0
56,3
47,1
40,3
34,8
30,4
26,8
23,6
20,9
18,4
16,2
141
12,2
10,4
8,8

19,4

Single Load Fourth Points

Load per Point

6,9
58

1491
12,7
89,8
74,1

62,4
53,4
46,2
40,2
35,2
30,8
27,0
23,6
20,5
17,7
15,2
12,8

v.v v v

Single Load Fifth Points

Load per Point

53,7
41,0
33,0
27,3
23,1
19,9
17,3
15,1
13,2
11,6
10,2
8,9
7,8
6,8
58
4,9

118,4
90,6
72,8
60,3
511

43,9
38,1

33,3
29,2
25,6
22,5
19,7
17,2
14,9
12,8
10,8

SPAN

4.8
6,4
8,0
9,6
11,2
12,8
14,4
16,0
17,6
19,0
20,6
22,2
23,8
25,4
27,0
28,6

1inch=254mm | 1m=3.28ft | 1lbs=0,453 kg

e Tliv certification only valid for loading table above.

e [ oading figures are only valid for static loads.

e [ oading figures are only valid for single spans with supports at both ends.

e All static systems, other than single spans, need an individual structural calculation. Please contact a structural engineer or
Prolyte Group for assistance.
e | oading figures are calculated according to and in full compliance with European standards (Eurocode).

e The self-weight of the trusses is already taken into account.

e [ oading figures are only valid for the cross sectional orientation of the truss as shown by the icon in the loading table.

e The interaction between bending moment and shear force at the connection point is already taken into account.
e Truss spans can be assembled from different truss lengths.

e Read the manual before assembling, using and loading the truss.




