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Features include:
•	 50 recordable cue states

•	 Merged DMX input from 
the lighting desk

•	 Individual channels and 
groups can be addressed 
and stored

•	 May be used without the 
main lighting desk being 
active 

•	 Provides remote control 
and backup desk 
functionality 

•	 Range: 
75m (internal venue) 
200m (open space)

This UHF wireless remote 
control unit is designed 
for remotely controlling 
lights, when away from 
the desk while focusing. 

The system comprises 
a battery-operated 
handheld controller, and 
a mains-powered base 
station that connects 
between the lighting 
desk’s DMX output and 
the dimmers.

Product ref: FHS3

Riggers radio remote control 

FHS3

focusHand 3

Dimensions Base station: 200 x 44 x 150mm, 1.4kg [box size: 400 x 
280 x 72mm, 1.75kg gross]
Remote control: 115 x 65 x 20mm (excl. Antenna) 
280gm, included in box above.

Power Base	station:	90-240VAC	50/60Hz,	fixed	mains	lead.	
Remote unit: 9V 6F22 alkaline battery.

Connections Base station: DMX-in: 5-pin XLR (M).  DMX-out: 5-pin 
XLR (F).

Controls Base station: LEDs for on, Active and Receive
Remote: 16 push buttons. 

Supplied Remote	control,	base	station	with	fixed	mains	cable,	
operator	leaflet

Related 
products

FHT remote control only
FHM3 base unit only with antenna


