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WARUM: TOWER MODEL M

Die folgenden Variablen 
bestimmen die zulässige 
Turmbelastung:

• Turmlänge
• Turmquerschnittsmaße
• Dimension der Akkorde
• Rückhaltemethode oben 

und unten (an der Basis 
und am Ärmel)

• Verwendung von 
 Abspannkabeln
• Ballastierung der 
 Turmbasis
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TOWER MODEL M

56 SIXTY82 All measurements are in mm

UNDERSTANDING  
TOWER LOADING

The following variables determine 
the allowable tower loading:

• Tower length

• Tower cross sectional dimensions

• Dimension of chords

• Method of restraining top and 
bottom of the tower

• Use of guy wires

• If the tower base is ballasted

Tower Model M

M29S  
Trussing Tower

Alu Base: 
see detailed 
information 

leaflet

Integrated
deadhang:  

safe and fast

Self-locking  
outrigger system:  
a unique feature  
of the Alu Base

HOW TO?

1944

1944

WALL ADAPTER82

The New Original
www.sixty82.nl

M12

WHY: WALL ADAPTER82  212006

• Unique design
• The width is the same as the truss
• Adjustable position of clamps
• Can be used upright and upside down
• Suitable for triangle, square and rectangular shaped truss
• Can be positioned on an angle
• Suitable for M29S-T en M39R
• Load capacity 500 KG**

* Connection materials for the wall are not included.

** The individual wall to which the wall adapter will be connected need to be structurally sound to bear the loads.

Alle Maße in mm



• Completely bolted to avoid 
weakening due to welding

• Lighter weight due to use of 
special alloys

• Integrated deadhang system
• Deadhang system restrains the  

sleeve block in 2 directions,  
therefore optimised for roof 
systems

• Radiused edges for ease of 
handling

WHY M10  
SLEEVE BLOCK PLATED?

HEAD SECTION M09
233001 7.3 kg

M29S-Safe-L100  SAFE SYSTEM
232010

ALU BASE M04
231001 12.9 kg

SHORT OUTRIGGER M11
231002 3.1 kg

SLEEVE BLOCK PLATED  M10
232001 25.2 kg

HINGE PART
202041 2.15 kg

M29S-Safe PIN
232011

LONG OUTRIGGER M12
231003 10.1 kg

• Lighter due to use of bespoke 
aluminium extrusions

• Compact design
• Self locking outrigger system 
• No moving locking parts

All measurements are in mm

STABILISER  M
234005 2.11 kg

Locking pin (202025)
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TOWER MODEL M

WARUM M10 SLEEVEBLOCK ....

•  Vollständig verschraubt, um zu vermeiden Schwächung durch 
Schweißen

•  Leichteres Gewicht durch Verwendung von Sonderlegierungen
•  Integriertes Deadhang-System
•  Deadhang-System hält den Ärmelblock in 2 Richtungen, daher 

dachoptimiert systeme
•  Abgerundete Kanten für eine einfache Handhabung Handha-

bung


